JM INDUSTRIES

We believe in technology with quality...
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HEAVY HYDRAULIC TECHNOLOGY TYPE
AUTOMATIC FLY ASH BRICKS MAKING MACHINE

JM NANO 1000

Automatic Fly Ash Bricks Making Machine

;\.

Tonnage : 40 Tonne

Electrical Power : 18 Hp v,
Capacity : 3 Brick / Stroke ‘
Production : 8000 Bricks/shift

Plot Ma. M, 6.

JM MICRO 1500

Automatic Fly Ash Bricks Making Machine

Tonnage : 60 Tonne
Electrical Power : 23.5 Hp

Capacity : 4 Brick / Stroke
Production : 12500 Bricks/shift
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HEAVY HYDRAULIC TECHNOLOGY TYPE
AUTOMATIC FLY ASH BRICKS MAKING MACHINE

JM 2500

Automatic Fly Ash Bricks Making Machine

Tonnage : 100 Tonne

Electrical Power : 37.5 Hp \« 18 u
Capacity : 6 Brick / Stroke iELl

Production : 17000 Bricks/shift p hv | @ﬂgﬂfi“

-

dl

v’

JM 5000

Automatic Fly Ash Bricks Making Machine

Tonnage : 100 Tonne Twin
Electrical Power : 100 Hp
Capacity : 12 Brick / Stroke

Production : 32000 Bricks/shift




HEAVY HYDRAULIC TECHNOLOGY PALLET TYPE
AUTOMATIC FLY ASH BRICKS PLANT

PALLET PRESSING TECHNICAL DATA

Model Name
Brick per Stock
Power

Pan Mixer
Hydraulic Oil
Pallet Size
Brick Size
Power

JM1900 JM2800 JM3600

8 12 15

120Ton 180Ton 230Ton

650Kg 650 x 2 Kg 650 x 2 Kg
400 Ltr 400 Ltr 400 Ltr

570 x 570 x 20 570 x 812 x 20 830 x 700

230 x 110 x 75 230x 110 x 75 230x 110 x 75
30.5 HP 48 HP 53HP

JMT SERIES

Concrete Batching Machines

JM4200

18

300Ton

900 x 2 Kg
400 Ltr

830 x 880

230 x 110 x 75
58HP

TECHNICAL DATA
Model

Cubage of weighing hopper
Cubage of reserve hopper

Productivity

Batching precision
Max. Metage
Batching category
Loading height
Measurement

Power

Weight

Dimension (L x W x H)

JM 8
0.8m3

2 x2m3
50m3/h

+ 2%
1500kg

2
2633mm
Electronic
8kW
2500kg
5500 x 1600 x 3000mm

JM 12
1.2m3

3 x4m3
72m3/h
+2%
2000kg

3
2500mm
Electronic
11kW
5000kg
8640 x 2500 x 3000mm

JM 16
1.6m3

4 x 9m3
96m3/h
+2%
4000kg

3
2900mm
Electronic
11.75kW
6200kg
9930 x 2332 x 3300mm



JMT 400

AUTOMATIC BLOCK MAKING MACHINE

TECHNICAL DATA

HEAVY VIBRATION TECHNOLOGY TYPE
FULLY AUTOMATIC CONCRETE BLOCK MAKING PLANT

Dimension (Main Machine)

Rating Pressure
Vibration

Vibration Frequency
Pallet Size

Cycle Time

Power

Product Size (mm)
390 x 190 x 190
390 x 150 x 190
200 x 100 x 60
225 x 112.5 x 60
230 x 110 x 75

JMT 800

Pcs./Pallt

4
6

18
12
12

3270 x 1850 x 3200mm
21MPa

Table Vibration

1500 - 4100r/min

900 x 550mm

12 - 25 Seconds
26.8Kw

Pcs./Hour  Image
960 5%
1440 o
2500 S

1800 W=

2800 =

AUTOMATIC BLOCK MAKING MACHINE

TECHNICAL DATA
Dimension (Main Machine)

Rating Pressure

Vibration

Vibration Frequency

Pallet Size

Cycle Time

Power

Product Size (mm) Pcs./Pallt
390 x 190 x 190 3
390 x 150 x 190 4
200 x 100 x 60 10
225 x 112.5 x 60 10
230x 110 x 75 10

2800 x 1160 x 2690mm
16MPa

Table Vibration

3800 - 4200r/min

700 x 550mm

15 - 20 Seconds

17Kw

Pcs./Hour  Image
600 1558
720 o
1500 G

1500 ey

1800 =

JMT 600

AUTOMATIC BLOCK MAKING MACHINE

TECHNICAL DATA

Dimension (Main Machine) 3200 x 2090 x 3000mm
Rating Pressure 21MPa

Vibration Table Vibration
Vibration Frequency 2800 - 4500r/min

Pallet Size 1150 x 650mm

Cycle Time 11 - 25 Seconds

Power 37.5kW

Product Size (mm) Pcs./Pallt  Pcs./Hour Image
390 x 190 x 190 5 1000 Wi
390 x 150 x 190 8 1600 i
200 x 100 x 60 25 4100 S
225 x 112.5 x 60 16 2600 L
230x 110x 75 16 3800 =i



HEAVY VIBRATION TECHNOLOGY TYPE
FULLY AUTOMATIC CONCRETE BLOCK MAKING PLANT

TECHNICAL DATA

JMT 1200

Automatic Block Making Machine

Dimension (Main Machine) 3150 x 2090 x 3000mm
Rating Pressure 21MPa

Vibration Table Vibration
Vibration Frequency 2800 - 4500r/min

Pallet Size 1150 x 800mm

Cycle Time 12 - 25 Seconds
Power 40Kw

Product Size (mm) Pcs./Pallt  Pcs./Hour  Image
390 x 190 x 190 75 1500 L
390 x 150 x 190 10 2000 1
200 x 100 x 60 30 4900 Sug
225 x 112.5 x 60 24 3900 L ]
230x 110 x 75 24 5700 | =

JMT 1400

TECHNICAL DATA Automatic Block Making Machine

Dimension (Main Machine) 3560 x 2130 x 3030mm
Rating Pressure 21MPa

Vibration Table Vibration
Vibration Frequency 2800 - 4500r/min

Pallet Size 1150 x 950mm ?j Mot
Cycle Time 15 - 25 Seconds

Power 51.5kW

Product Size (mm) Pcs./Pallt  Pcs./Hour Image
390 x 190 x 190 10 1800 =
390 x 150 x 190 12 2160 15
200 x 100 x 60 36 5600 A
225 x 112.5 x 60 28 4400 L]
225 x 112.5 x 60 28 6700 =

JMT 2000

Automatic Block Making Machine

TECHNICAL DATA

=
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Dimension (Main Machine) 4970 x 3040 x 4755mm
Rating Pressure 21MPa
Vibration Table Vibration

Vibration Frequency

3000 - 5000r/min

Pallet Size 1400 x 1300mm

Cycle Time 15 - 30 Seconds

Power 100Kw

Product Size (mm) Pcs./Pallt  Pcs./Hour Image
390 x 190 x 190 18 3300 et
390 x 150 x 190 24 4320 =
200 x 100 x 60 60 8000 ]
225 x 112.5 x 60 50 6700 e
225 x 112.5 x 60 50 12000 | =



JMTC

Cuber System

Automatic Block Unloader
Chain - Type Conveyor
Block Pushing System
Pallet Collecting Machine
Automatic Rotating Table
Cuber

Palletless Conveyer

TECHNICAL DATA

Main Machine Dimension
Rating Pressure

Cubering Cycle Time
Maximum Clamping Weight

JMT CC

Composite Cuber

4860 x 6390 x 2886mm
10MPa

18-25 Sec.

500kg

Minimum Clamping Block Height> 60mm

Maximum Clamping Distance
Parameter of Cuber
Power of Cuber

Chain - Type Conveyor Power

1140 x 1000mm

Height < 1000mm, Wright < 2000kg
15+0.75+1.5 = 17.25 kW

0.75kW x 3+1.5kW x 2 = 5.25 kW




o

TECHNICAL DATA

Items JM 500 JM 750
Filling Volume (L) 750 1125
Feeding Capacity (Kg) 1200 1800
Compacted Concrete (L) 500 750
Mixing Power (KW) 18.5 30
Mixing Star/Mixing Blade (Qty) 1x2 1x3
Side Scraper/Discharge (Qty) (Al (Al
Discharging Power (KW) 3 3
Weight (Kg) 2400 3900
JMT SERIES
TWIN SHAFT Concrete Mixer
JMT 500
Mixer

TECHNICAL DATA

ltems JMT 500 JMT 500

Feeding Capacity (L) 525 800

Exceeding Capacity(L) 350 500

Productivity (M3 / h) >8 25

Max. diameter of 60/40 60/40

Principal (M3 / h)

Mixing Rotating (mm) 27 30.5

Vane Quantity 4 2x7

Power (kW) 10.5 253

Dinension Working 3620 x 2215 x 3985 4600 x 2990 x 4300
(mm) Conveying 3620 x 2215 x 3985 2990 x 2200 x 2100
Weight(kg) 1510 4000

JM SERIES

Planetary Concrete Mixer

PR
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Asambly Unit

Gearing System

JM 1000
1500
2400
1000

37
2x2
1M
3
6200

Mixing Device

Discharging Device

Discharging Door

JM 1500
2250
3600
1500

55
2x2
11
3
7700

-JMT 750 / /
Mixer

JMT 750 JMT 1000
1200 1500
750 1000
35 50
80/60 80/60
35 255
2x7 2x8
39.35 61.25
5040 x 3420 x 5030 8280 x 3150 x 7920
3300 x 2200 x 2600 5500 x 2150 x 1800
6800 10000



'CEMENT & FLYASH SILO

Storage silos come in various capacity like 50 ton, 60 ton, 80 ton, 100 ton
and 150 ton Etc. and also as per the requirement of client.

Cement/ Fly ash storage silos are very useful in modern days as it helps
to store bulk quantity of material with very less space requirement

It also saves the labor requirement and protect the material from the
climate changes like rain etc. and also it’s a very reliable and cost effective
system for storing the fine materials.

SILO OPTIONAL ACCESSORIES

e Levelindicators

e Special Round type dust collectors

e Pressure safety Relief valve

e Bin aerator

e Fludinization nozzles

e Roots blower or Twin lube compressor which is also known
as cement feeding system

e Bag feeding system Etc.

’ CURING CHAMBER

» Curing of concrete is defined as providing adequate moisture,
temperature, and time to allow the concrete to achieve the desired
properties for its intended use. ... When these recommendations
are properly specified and performed in the field, the final
properties of the concrete mixture will be achieved

» Steam curing is curing in water vapor at atmospheric or higher
pressures. When cured at atmospheric pressure, the enclosure
temperatures are usually between 40 and 70°C (100 to 160°F).
Steam curing is used where early strength gain is needed and
where heat is required for hydration, such as in cold weather.

» This curing is performed either under atmospheric pressure or
high-pressure steam. The steam curing method is preferred where
there is a need for accelerated strength gain and the concrete
requires additional heat to perform hydration. This is especially
performed in regions where the temperature is low

> Low pressure steam curing shall involve heating of precast units,
’ after an initial maturing period, by the controlled application of wet
steam at atmospheric pressure into an enclosure containing the
units



Ready Mixed Concrete Batching Plant

-

Mobile Concrete Batching Plant Concrete Mixing Machine

TECHNICAL SPECIFICATION

Model
Output Capacity

Mixer Unit
Main Mixer Reduction Gear Box

Material Storage Capacity
Material Weighing Capacity

Batch Feeding System
Control Panel

Cocrete Discharge Height
Total Connected Power
Suggested DG Set

JM20 JM30 JM45 JM60
20m3/hr 30m3/hr 45m3/hr 60m3/hr
Turbo pan type mixer / twin shaft mixer
Imported planetary reduction box
20m3 30m3 45m3 60m3

Digital load cell based seprated weighing of
Aggregate, cement, water, addative

Through inclined belt conveyor / Inclined skip bucket
Fully automatic PLC based control panel
4.0 Mtr from the ground level
52 HP 74 HP 87 HP 120 HP
62 KVA 82 KVA 125 KVA 160 KVA



PAVING STONE SERIES
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BUILDING WALL MATERIAL SERIES
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CURB SERIES
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SLOPE-PROTECT BRICK SERIES
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Company Introduction /

We JM GROUP Gujarat based company are one of
the top leading concret brick/block/paver making machine
manufecturing company.

We manufaturing and supply high quality multi-
purpose machines used to produce concrete blocks, paver
blocks, solid hollow bricks And fly-ash bricks in one.

Our machines are based on vibro/hydro technology,
which is globaly used in every country, all machines are
used friendly and demand almost no maintenance.

We are avaible in full range of models - production
capacity wise, product shape and size wise and in various
grades of automation.

We focus on high quality standards, which should fully ’
satisfy our esteemed customers. JM brick-machines
produce bricks of high density and high strength with low
cost.

We are stririving to offer an excellent and satisfactory
service after sales to our valuable customers and thereby
help them make a good profit.

m JM TECH INDIA MACHINERY BENGALURU OFFICE

Regd. & Works : Regd. & Works : M/s JM Tech India Machinery.
Plot No. 54, Shiv Industrial Park, Plot No. 55, Shiv Industrial Park, 26,Magadi Main Road, Bengaluru,
By-Pass Road, Mehsana-384001, By-Pass Road, Mehsana-384001, Karnataka, 562130
Gujarat, INDIA. Gujarat, INDIA. Contact us : +91 83203 51260
Contact us : +91 75748 57002 Contact us : +91 97247 15170 +91 92658 30650

+91 75748 57002 Web : www.jmtechindia.in Web : www.jmtechindia.in
Web : www.jmtechindia.in E-mail : jmtmarketing02@gmail.com E-mail : jmtmarketing02@gmail.com

E-mail ; jmindustriesinfo@gmail.com

FOR ENQUIRY CALL %%

Mo.: +91 81403 88577 | +91 92658 30650 Echee

Mobile Phone Website
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